- 2 pounds of aluminum paste/gallon
- Works exceptionally well & lasts longer when applied over #360 emulsion
- Reflects over 70% of sun's damaging rays
- Brilliant silvery finish
- Helps protect against rust & mold
- Coverage is 0.5-1 gallon per 100 Sq. ft. depending on the porosity of the roof surface.

ASTM - D 2824, TYPE I
TROPICAL ROOFING PRODUCTS’ #126 NON-FIBERED ALUMINUM ROOF COATING is glossy, brilliant, durable aluminum roof coating designed to provide lasting moisture and heat resistant properties. Perfect for extending the life of the underlying roof membrane while reflecting the sun’s damaging rays and reducing cooling costs. Can be used on most roof types, storage tanks, and structural steel. ASTM D 2824, TYPE I. Miami-Dade NOA.

CAUTION! COMBUSTIBLE! Contains petroleum distillate. Keep away from heat and flame. USE ONLY WITH ADEQUATE VENTILATION! Avoid contact with skin and breathing of vapor. CLOSE AIR INTAKES on roof until solvents dissipate. KEEP OUT OF REACH OF CHILDREN. Close container after each use. DO NOT TAKE INTERNALLY! If swallowed, do not induce vomiting. CALL PHYSICIAN IMMEDIATELY! Contains volatile solvents that might contaminate potable water.

APPLICATION TOOLS
Heavy Duty Sprayer, Heavy Duty Paint Roller, Brush

IDEAL FOR COATING OVER BUILT UP ROOF and MODIFIED BITUMEN SUBSTRATES

MAXIMUM V.O.C ........................................500 G/L
CONSISTENCY..........................THICK BLACK LIQUID
WPG(Nominal) ......................................................7.8
FLASH POINT (T.C.C.)................................. 107 °F
DRY FILM:........................................FIRM, BRIGHT ALUMINUM
DRYING TIME AVERAGE...........2 - 5 HRS. TO TOUCH

Availability in Gallons

<table>
<thead>
<tr>
<th></th>
<th>DRUM</th>
<th>PAIL</th>
<th>PAIL</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>55</td>
<td>5</td>
<td>1</td>
</tr>
</tbody>
</table>

REFLECTIVE ROOF COATINGS
COPYRIGHT 2014 TROPICAL ROOFING PRODUCTS